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Progettazione, Costruzione e Installazione Impianti di Aspirazione -

Trattamento completo dell’aria

COTTON FABRIC

AREA WEWSHT  EN 12127 330 gime 8.8 ozyd®
WEAVE  TWILL
COMPOSITION
WARP COTTON SPUN YARN THREADS 250 ficm 3.5 /in
WEFT COTTON SPUN YARN THREADS 160 fem 408 fin
FIMISH RAW
LONGITUDINAL CROSS
TENSILE STRENGTH (5 cm) ENISO 13834 2 1030 N 231 s = B30 N 142 a2
ELONGATION ENISO 13934 S 30 "% £ 20 =
AIR PERMEABILITY EN 150 8257 Fa Air permeability
at 200 Pa 160  L'dme « min oo
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FIBER PROPERTIES: GCOTTON
OPERATING TEMPERATURE (Dry) CONTINUOUS 907 Max 184 F Max
PEAKS 100G Max 212 F Max

MOISTURE CONTENT 8%

CHEMICAL RESISTANGE

STRONG ACIDS O STROMG ALKALLS D00 SOWNENTS D0

WEAK ACIDS 20 WEAK ALKALLS 2000 OXIDIEING
HYDROLYSIZ 200

LEGEMD: 2000 Excslient 200 Good 2 Fair 3 Poor

AN data and characlansiics are not binaing and may vary depending an the constant improvements that Teston Spa rezenes iseif i
introdce. Pisase comtact Teston Spa before wsing these dafa for fechnical speciication definifion.



